14 PLYWOOD
WOODEN BLOCK (6 OFF) 1,'X V3 X /5"

END (2 0FF) 1 4

SIDE (20FF) 1°X 955
WHITE PLASTIC LAMINATE

WHITE PLASTIC LAMINATE

Fig. 8.2. . Details and measurements of UNIT «C” function

TABLE 8.1
¢ generator case
. Adjust  Adjust Eo
Diode Ein slope break-
point
i —02V  VRI — -+ 004V
3 v v 1Y | Bk
3 -1 — 4+l =
- = — 15V s VRS L 225V Re = 100k02
l 1 —20V VR4 — - 40V
1/ & —2:5V — VR7 < 0:625V
A e - S A3y vRe Y £
6 —4-0V = VR9 © - 16V B
1 —60V VRS — 4 o3V oo
0-4" 7 —65V — VRIT -+ 4225V s
_O 2 " —9:0V  VRIO — + 81V
HOLES DRILLED Y/, Dia.

AND SPACED AT 0-4" !,

4kin x lin (2 off)
Rubber grommet tin X in

UNIT “C” Front Panel :
: White plastics laminate 9%in X 4in. Sockets: 2 red,
91/2" 2 yellow, 2 black, 2 blue.

O 4
store—H() 4 COMPONENTS...
Os BREAKPOINT UNIT “C” BOX o
6 : yWOoOo! in in in
.O SET PI d 94in X 4in x &
ZERO Softwood Lin X 4in X 3iin
7 i : White plastics laminate 93in X lin (2 off),
! 3

UNIT “C” Function Generator Components
Resistors

Rl 3-3MQ (2 off)

R2 470kQ (2 off)

P =18 e R3 IMQ (2 off)
33 'O 1 ZSEEI{) All 10%, W carbon composition
6 .
; 'O Pre-set Potentiometers
oL BREARCOML VRI, VR5 IMQ (4 off)
VR2, VR3, VR9 220kQ (6 off)
SLOPE— VR4, VR6 100kQ (4 off)
O VR7 470kQ (2 off)
O3 VR8 47kQ (2 off)
VRI10 22kQ (2 off)
O 2 VRII, VRI2Z  47kQ (4 off)
'O . All miniature horizontal mounting
.,J Diodes g
DI B30 (2 off) (Radiospares)
FUNCTION GENERATOR - D2-D7 OA202 (12 off)
P Miscellaneous

S.R.B.P. 3%in x 32in (2 off), Small turret tags

; 4mm stackable plugs, one red, one blue
Fig. 8.3. Front panel layout of UNIT “C’’ function (Radiospares)
i generator
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